BLACKFEET COMMUNITY HOSPITAL C168
Expansion & Renovation, Phases 1 & 2 102-96-0005
Browning, Montana BI7BFO79H7

SECTION 06200 - FINISH CARPENTRY

PART 1 - GENERAL

11

1.2

1.3

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Sup-
plementary Conditions and Division 1 Specification Sections, apply to this Sec-
tion.

SUMMARY

This Section includes the following:
1. Plywood paneling.

Related Sections: The following Sections contain requirements that relate to

this Section:

1. Division 6 Section "Interior Architectural Woodwork" for interior wood-
work not specified in this Section.

SUBMITTALS

General: Submit each item in this Article according to the Conditions of the
Contract and Division 1 Specification Sections.

Product Data for each type of factory-fabricated product and process specified,
including details of construction relative to materials, dimensions of individual
components, profiles, textures, and colors.

Samples for initial selection of the following in the form of actual units or sec-
tions of units showing the full range of colors, textures, and patterns available.

Samples for verification of the following:
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14

1.5

1.6

1. Panel products with applied finish, 8 by 10 inches (200 by 250 mm) for
each species and cut, with one-half of exposed surface finished.

QUALITY ASSURANCE

Installer Qualifications: Engage an experienced Installer who has completed
finish carpentry similar in material, design, and extent to that indicated for this
Project and with a record of successful in-service performance.

DELIVERY, STORAGE, AND HANDLING

Delivery and Storage: Keep materials under cover and dry. Protect against ex-
posure to weather and contact with damp or wet surfaces. Stack lumber, ply-
wood, and other panels. Provide for air circulation within and around stacks
and under temporary coverings.

Do not deliver interior finish carpentry until environmental conditions meet re-
quirements specified for installation areas. If finish carpentry must be stored
in other than installation areas, store only where environmental conditions
meet requirements specified for installation areas.

PROJECT CONDITIONS

Environmental Limitations: Do not deliver or install interior finish carpentry
until building is enclosed and weatherproof, wet-work in space is completed
and nominally dry, and HVAC system is operating and will maintain tempera-
ture and relative humidity at occupancy levels through the remainder of con-
struction period.

PART 2 - PRODUCTS

2.1

MANUFACTURERS
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A. Available Manufacturers: Subject to compliance with requirements, manufac-
turers offering products that may be incorporated in the Work include, but are
not limited to, the following:

1. Hardwood Veneer Plywood Paneling:
a. Georgia-Pacific Corp.
b. Weyerhaeuser Co.

2.2 MATERIALS, GENERAL

A. Hardwood Plywood: Comply with HPVA HP-1, "Interim Voluntary Standard for
Hardwood and Decorative Plywood."

2.3 PANELING

A. Hardwood Veneer Plywood Paneling: Manufacturer's stock hardwood plywood
panels complying with applicable requirements of HPVA HP-1.

Face Veneer Species: Plain sliced Congo spruce.

Backing Veneer Species: Any hardwood compatible with face species.

Construction: Veneer core.

Thickness: 5/32 inch (4 mm).

Panel Size: 48 by 96 inches (1219 by 2438 mm).

Glue Bond: Type Il (interior).

Finish: As selected from manufacturer's full range of stain colors and

finishes.

No aMwDdhE

2.4 MISCELLANEOUS MATERIALS

A. Fasteners for Interior Finish Carpentry: Nails, screws, and other anchoring de-
vices of type, size, material, and finish required for application indicated to
provide secure attachment, concealed where possible.

B. Paneling Adhesives: Comply with paneling manufacturer's recommendations
for adhesives.
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2.5 FABRICATION

A. Wood Moisture Content: Comply with requirements of specified inspection

agencies and manufacturer's recommendations for moisture content of finish
carpentry on relative humidity conditions existing during time of fabrication
and in installation areas.

PART 3 - EXECUTION

3.1

3.2

3.3

EXAMINATION

Examine substrates, with Installer present, for compliance with requirements
for installation tolerances and other conditions affecting installation and per-
formance of finish carpentry. Do not proceed with installation until unsatisfac-
tory conditions have been corrected.

PREPARATION
Clean substrates of projections and substances detrimental to application.

Condition finish carpentry to average prevailing humidity conditions in instal-
lation areas before installation, for a minimum of 24 hours unless longer con-
ditioning is recommended by manufacturer.

INSTALLATION, GENERAL

Do not use finish carpentry materials that are unsound, warped, improperly
treated or finished, inadequately seasoned, or too small to fabricate with
proper jointing arrangements.

Install finish carpentry plumb, level, true, and aligned with adjacent materials.

Use concealed shims where required for alignment.

1. Scribe and cut finish carpentry to fit adjoining work. Refinish and seal
cuts as recommended by manufacturer.
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3.4

3.5

3.6

3.7

Countersink nails, fill surface flush, and sand where face nailing is un-
avoidable.

Install to tolerance of 1/8 inch in 96 inches (3 mm in 2400 mm) for
plumb and level. Install adjoining finish carpentry with 1/32-inch (0.8-
mm) maximum offset for flush installation and 1/16-inch (1.5-mm)
maximum offset for reveal installation.

Coordinate finish carpentry with materials and systems in or adjacent to
standing and running trim and rails. Provide cutouts for mechanical and
electrical items.

PANELING INSTALLATION

Plywood Paneling: Select and arrange panels on each wall for best match of
adjacent panels where grain character or color variations are noticeable. Install

with uniform tight joints between panels.

1. Attach panels to supports with manufacturer's recommended panel adhe-
sive and fasteners. Space fasteners as recommended by panel manufac-
turer.

2. Conceal fasteners to greatest practical extent.

ADJUSTING

Repair damaged or defective finish carpentry where possible to eliminate func-

tional or visual defects. Where not possible to repair, replace finish carpentry.

Adjust joinery for uniform appearance.

CLEANING

Clean finish carpentry on exposed and semi-exposed surfaces. Touch up fac-

tory-applied finishes to restore damaged or soiled areas.

PROTECTION
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A. Provide final protection and maintain conditions that ensure finish carpentry is
without damage or deterioration at the time of Substantial Completion.

END OF SECTION 06200
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